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      Floor Standing Testbench for Relief Valve & Manual Valve 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The Test bench PK1/2.103 is suitable to  clamp and test valves with  flanges up to (200) 400 mm , particularly 
suitable for setting safety valves for instance after repairs. Test-valve will be clamped only at one side (bottom), 
opposite side remains open. Test medium normally is air/N2 from bottles at site. 
 
Test bench PK1.103 is consisting of: 
 

Quick clamping bench PK1 for valves with flanges up to 200 mm ( 8 inch ) 
 
Test bench PK2.103 is consisting of: 
 

Quick clamping bench PK2 for valves with flanges up to 400 mm ( 16 inch ) 
 
Both variations are consisting of : 
 

-  Control unit 
- precision needle valve , to let in pressure up to 400 bar from bottles at site 
- precision needle valve  to let out pressure 
- 3 gauges class 1.0 ,  dia 160 mm   0 .. 60, 0  .. 100 bar, 0 .. 400 bar to  
             indicating test pressure inside valve. 
- one gauge quick-connection 
- gauge dia 63 mm, 400 bar, class 1,6 oil filled, to indicate external pressure supply. 

 
This Test bench is ready to work. You may fix it with bolts to the ground. 
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max. allowed test pressure app. to diameter ( sealing diameter) of valve : 
 

   DN  mm 32 40 50 65 80 100 125 150 200 250 300 350 400 

 VALVE inch  1 1/2   3 4 5 6 8 10 12 14 16 

 TYPE                                          PK1    +    PK2                                   PK2    

 NORM bar  640 470 270 180 125 90 60 44 25 14 12 8 7 

 T-CLAW bar 640 640 540 360 250 180 120 88 50 28 24 16 14 

 

 
 
 
 
 
 
 
 
 
                                    T-Claws for double test-load 
 
 
        
 
 
Control unit, quick clamping-bench is rack mounted, and ready to work. All pipes, fittings, and valves are made 
from stainless steel, niro-steel, copper, brass or plastics. Clamping unit, frame and panel are painted with two-
component acryl paint. Machined parts of clamping unit are from carbon steel, galvanized. The bench is ready 
for a connection to a high pressure supply system. 

 
PK1.103 for valves with flanges up to     8 inch  
PK2.103 for valves with flanges up to   16 inch      
 
Sealing plates PK1 in stainless steel instead of steal galvanized    
Sealing plates PK2 in stainless steel instead of steal galvanized    
 
T-claws for double test load       
 
Second gauge quick – connector ½” BSP mounted on top of Control unit  
 
Connection to line water including one pneumatic driven liquid 
pump ( Haskel ) to generate pressures up to 100 / 200 / 400  / 600  bar   
 
Water storage approx 60 liter with pneumatic driven lp-pump to be free 
from line water       
 
Adapters for valves with threaded ends, male or female :   
 
 G ¼ “ - G¾“         G 1“       G1 ¼ “ - G 2“       NPT up to 1“      NPT 1 ¼“ up to  2“ 


